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SEATING CAPACITY:  296 seats 
 

STAGE 
Width proscenium arch 10.95 m. Width of bridge 0.89 m. 
Height proscenium arch 7 m. Height of gridiron 8.03 m. 
Backstage 8 m. Width between side walls  15.33 m. 
Stage incline  0% Minimum door width   1.50 m. 
Height of fly  13.74  m.   

 
FLY SYSTEM EQUIPMENT 

1 Red traveller curtain 2 x 7 x 7 m   
10 Motorised battens  500 kg. load  
11 Manual battens  
10 Opaque legs   7.00 m. high x   2.00 m. wide  
1 Opaque backdrop in two pieces  7.00 m. high x 8.00 m. wide 
5 Opaque borders    4.00 m. high x 12.50 m. wide 
1 Grey PVC cyclorama  8.00 m. high x 12.00 m. wide 

 
LIGHTING, PROGRAMMING AND ADJUSTMENT SYSTEM 

LT HIDRA SKY 48 adjustment console with two 19” screens 
Electronic Patch  
DMX 512 dimmer control signal  

 
DIMMERS  

72 Dimmer channels, STRAND LIGHTING , EC21 SPN, 3 Kw. per channel 
1 Genie Model  AWP-30S to direct the spotlights,, working height 11m. 

  

CIRCUITS 
1BONON STAGE  2BIN IN THEATRE  

48 Stage left  6 Control booth  
48 Stage right  36 1st Gallery 
12 Backstage  54 1st Gallery Cetac power socket 
54 Fly 6 1st Gallery Schuko power socket 

 
0SPOTLIGHTS  

18 Plano/convex SELECON mod. RAMA 1200 W. 4 Fresnels SELECON mod. ARENA 2000 W. 
10 Fresnels SELECON mod. RAMA 1200 W. 20 Panorama lights SELECON mod. LUI  1000 W. 

19 Profile SELECON mod. PACIFIC 25.50º 800 W. 8 Rogue spot R1  

40 PAR 64 lamps       1000 W. 8 Rogue wash R1  

4 Plano/convex SELECON mod. ARENA. 2000 W. 8 Ovation C-805FC  
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SUPPORTS FOR MOUNTING SPOTLIGHTS  
 

• The orchestra seats are part of the stage space; hence spotlights can be placed all over the theatre’s ceiling, on 
several walkways with power sockets and circuits. 

• The motorised battens can be used to hang any element.  
• All battens can be electrified with all the circuits that are needed. 

 

 

SOUND EQUIPMENT 
1 Yamaha LS9-32 console 
8 MEYER SOUND mod. MID loudspeakers  
2 MEYER SOUND mod. MID-SUB loudspeakers 
2 MEYER SOUND mod. MTG-1D Top Grid   
1 MEYER SOUND mod. GALILEO 408 loudspeaker management system 
1 KLARK-TEKNIK mod.DN-360 stereo graphic equalizer 
1 AKG mod. K271 MkII  headphones 
1 TASCAM mod.CD-01-U compact disc player 
1 ALTAIR mod WBS-200 intercom system 
4 ALTAIR mod. WBP-200 beltpack 
4  ALTAIR mod.EM-201 WITH WIRE  
2  DAS Model SM-12-A monitors 

  
 

                DRESSING ROOMS  
1st floor:    1 common 2nd floor:    1 common 3rd floor:   1 common 4th floor: 2 individual rooms 

 

MÁXIMUM LENGTH OF VEHÍCULES 
In order to have access to Teatro Echegaray, which is located in the city’s old 
historic district,  the  maximum authorised length of vehicles is 8 m.  
 

PARKING FOR LOADING/UNLOADING  
 

For loading, unloading and for actors, actresses and technicians to enter the theatre, please access through Pasaje 
Moratín. 

See map of the city on the website: HUwww.ayto-malaga.esUH   
Teatro Cervantes website: HUwww.teatrocervantes.comUH    

 

 

FOR MORE INFORMATION, PLEASE CONTACT THE TECHNICAL DEPARTMENT: 
 

Mr Rafael Godoy, Technical Director, HUtecnico@teatrocervantes.es 
 

Telephone:  +34 952 220 237   +34 952 224 109  

 


